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:

:

:

: Nandambakkam Easting:

9.885 0.0

UDS 0.5

8.885 1.0 5/10/50R

For 13cm

1.5 SPT 1.5 Penetration

7.885 2.0

27/38/40

1.0 SPT 2.5 N=78

6.885 3.0 50R

For 10cm

1.0 SPT 3.5 Penetration

5.885 4.0

1.0 C 4.5 NIL NIL

4.885 5.0

3.885 6.0 C 6.0 5 NIL

2.885 7.0

C 7.5 4 NIL

1.885 8.0

0.885 9.0 C 9.0 5 NIL

-0.115 10.0

C 10.5 6 NIL

-1.115 11.0

-2.115 12.0 C 12.0 6 NIL

-3.115 13.0

C 13.5 8 NIL

-4.115 14.0

-5.115 15.0 10.5 C 15.0 15 NIL

Note: 

SPT - Standard penetration test R - Rebound ####- Need to be updated by the client C - Core

UDS - Undisturbed sample * - Sample not retrieved HX Casing Dia: 150mm

CR - Core Recovery RQD - Rock Quality Designation NX Casing Dia: 

Vasanth K

Ravi N

Running 

Time (min)

Rotary Drilling

Grayish Brownish Very Dense Silty 

SAND

Grayish Brownish Completely 

Weathered Rock

Grayish Brownish Completely 

Weathered Rock

Wash Sample

Method :411808.600Northing: 1439184.880

Remarks
Insitu Test 

Type 
CR (%) RQD (%)

SPT N 

Value

Details of sampling

Type

Brownish Silty SAND

Yellowish Brownish Very Dense 

Clayey SAND

Checked By:

Bore Hole Terminated at 15.0m from the existing ground level

Engineer Incharge:
BUREAU VERITAS INDIA PVT LTD

# DP-102, Nallakinaru Street, Mangalapuram, SIDCO Industrial Estate,

Ambattur Industrial Estate, Chennai-600 098. URL : www.bureauveritas.co.in

Project  Date of commencement : 
Geotechnical Investigation fo the Proposed TIDCO Fintech City Project at 

Nandambakkam, Tamil Nadu
04.11.2022

Client M/s Tata Consulting Engineers Limited

Date of Completion :

BH No 1

Elevation
Depth 

(m)

Location

Description of Strata Legend

Thickness 

of Strata 

(m)
Depth (m)

BUREAU VERITAS (INDIA) PVT. LTD.

 BORE LOG

9.885Original Ground level :

05.11.2022

Ground water table : 1.8m below EGL

ANNEXURE II BV/GT/FINTECH-17060117/01



:

:

:

: Nandambakkam Easting:

8.305 0.0

DS 0.5

7.305 1.0 UDS* 1.0

50R

For 10cm

1.5 SPT 1.5 Penetration

6.305 2.0

50R

For 5cm

5.305 3.0 1.5 SPT 3.0 Penetration

4.305 4.0 50R

For 5cm

1.5 SPT 4.5 Penetration

3.305 5.0

2.305 6.0 C 6.0 NIL NIL

1.305 7.0

C 7.5 NIL NIL

0.305 8.0

-0.695 9.0 C 9.0 NIL NIL

-1.695 10.0

C 10.5 9 NIL

-2.695 11.0

-3.695 12.0 C 12.0 6 NIL

-4.695 13.0

C 13.5 11 NIL

-5.695 14.0

-6.695 15.0 10.5 C 15.0 24 NIL

Note: 

SPT - Standard penetration test R - Rebound ####- Need to be updated by the client C - Core

UDS - Undisturbed sample * - Sample not retrieved HX Casing Dia: 150mm

CR - Core Recovery RQD - Rock Quality Designation NX Casing Dia: 

Vasanth K

Ravi N

Wash Sample

BUREAU VERITAS INDIA PVT LTD

# DP-102, Nallakinaru Street, Mangalapuram, SIDCO Industrial Estate,

Ambattur Industrial Estate, Chennai-600 098. URL : www.bureauveritas.co.in

Engineer Incharge:

Checked By:

Bore Hole Terminated at 15.0m from the existing ground level

Grayish Brownish Completely 

Weathered Rock

Grayish Brownish Very Dense Silty 

SAND

Brownish Very Dense Silty SAND

Remarks
Type Depth (m)

Reddish Brownish Clayey SAND

SPT N 

Value

Insitu Test 

Type 
CR (%) RQD (%)

Running 

Time (min)

Details of sampling

Elevation
Depth 

(m)
Description of Strata

Thickness 

of Strata 

(m)

Legend

BH No 2 Original Ground level : 8.305

Location Northing: 1439236.850 411951.150 Method : Rotary Drilling

Date of Completion : 30.10.2022

Client M/s Tata Consulting Engineers Limited Ground water table : 2.7m below EGL

BUREAU VERITAS (INDIA) PVT. LTD.

 BORE LOG

Project 
Geotechnical Investigation fo the Proposed TIDCO Fintech City Project at 

Nandambakkam, Tamil Nadu
 Date of commencement : 29.10.2022

ANNEXURE II BV/GT/FINTECH-17060117/01



:

:

:

: Nandambakkam Easting:

9.091 0.0

DS 0.5

8.091 1.0 UDS* 1.0

12/18/30

1.5 SPT 1.5 N=48

7.091 2.0

50R

For 5cm

6.091 3.0 1.5 SPT 3.0 Penetration

5.091 4.0 50R

For no

1.5 SPT 4.5 Penetration

4.091 5.0

3.091 6.0 C 6.0 NIL NIL

2.091 7.0

C 7.5 NIL NIL

1.091 8.0

0.091 9.0 C 9.0 3 NIL

-0.909 10.0

C 10.5 7 NIL

-1.909 11.0

-2.909 12.0 7.5 C 12.0 13 NIL

Note: 

SPT - Standard penetration test R - Rebound ####- Need to be updated by the client C - Core

UDS - Undisturbed sample * - Sample not retrieved HX Casing Dia: 150mm

CR - Core Recovery RQD - Rock Quality Designation NX Casing Dia: 

Vasanth K

Ravi N

BUREAU VERITAS INDIA PVT LTD

# DP-102, Nallakinaru Street, Mangalapuram, SIDCO Industrial Estate,

Ambattur Industrial Estate, Chennai-600 098. URL : www.bureauveritas.co.in

Engineer Incharge:

Checked By:

Brownish Very Dense Clayey SAND

Bore Hole Terminated at 12.0m from the existing ground level

Grayish Brownish Completely to 

Highly Weathered Rock

Wash Sample

Remarks
Type Depth (m)

Insitu Test 

Type 
CR (%) RQD (%)

Running 

Time (min)

Brownish Silty SAND

Reddish Brownish Dense Clayey 

SAND

SPT N 

Value

Details of sampling

Elevation
Depth 

(m)
Description of Strata

Thickness 

of Strata 

(m)

Legend

BH No 3 Original Ground level : 9.091

Location Northing: 1439132.335 411955.382 Method : Rotary Drilling

Date of Completion : 21.10.2022

Client M/s Tata Consulting Engineers Limited Ground water table : 2.6m below EGL

BUREAU VERITAS (INDIA) PVT. LTD.

 BORE LOG

Project 
Geotechnical Investigation fo the Proposed TIDCO Fintech City Project at 

Nandambakkam, Tamil Nadu
 Date of commencement : 21.10.2022

ANNEXURE II BV/GT/FINTECH-17060117/01



:

:

:

: Nandambakkam Easting:

9.350 0.0

DS 0.5

8.350 1.0 UDS* 1.0

27/33/36

1.5 SPT 1.5 N=69

7.350 2.0

16/25/27

6.350 3.0 SPT 3.0 N=52

5.350 4.0 50R

For 5cm

SPT 4.5 Penetration

4.350 5.0

50R

For 4cm

3.350 6.0 4.5 SPT 6.0 Penetration

2.350 7.0

C 7.5 4 NIL

1.350 8.0

0.350 9.0 C 9.0 NIL NIL

-0.650 10.0

C 10.5 7 NIL

-1.650 11.0

-2.650 12.0 6.0 C 12.0 3 NIL

Note: 

SPT - Standard penetration test R - Rebound ####- Need to be updated by the client C - Core

UDS - Undisturbed sample * - Sample not retrieved HX Casing Dia: 150mm

CR - Core Recovery RQD - Rock Quality Designation NX Casing Dia: 

Vasanth K

Ravi N

BUREAU VERITAS INDIA PVT LTD

# DP-102, Nallakinaru Street, Mangalapuram, SIDCO Industrial Estate,

Ambattur Industrial Estate, Chennai-600 098. URL : www.bureauveritas.co.in

Engineer Incharge:

Checked By:

Brownish Very Dense Silty SAND 

Grayish Brownish Completely 

Weathered Rock

Bore Hole Terminated at 12.0m from the existing ground level

Wash Sample

Wash Sample

Remarks
Type Depth (m)

Brownish Silty SAND

SPT N 

Value

Insitu Test 

Type 
CR (%) RQD (%)

Running 

Time (min)

Details of sampling

Elevation
Depth 

(m)
Description of Strata

Thickness 

of Strata 

(m)

Legend

BH No 4 Original Ground level : 9.350

Location Northing: 1439096.950 411927.026 Method : Rotary Drilling

Date of Completion : 28.10.2022

Client M/s Tata Consulting Engineers Limited Ground water table : 2.7m below EGL

BUREAU VERITAS (INDIA) PVT. LTD.

 BORE LOG

Project 
Geotechnical Investigation fo the Proposed TIDCO Fintech City Project at 

Nandambakkam, Tamil Nadu
 Date of commencement : 27.10.2022

ANNEXURE II BV/GT/FINTECH-17060117/01



:

:

:

: Nandambakkam Easting:

9.663 0.0

DS 0.5

8.663 1.0

9/11/20

1.5 SPT 1.5 N=31

7.663 2.0

50R

For 8cm

6.663 3.0 1.5 SPT 3.0 Penetration

5.663 4.0 50R

For 5cm

1.5 SPT 4.5 Penetration

4.663 5.0

3.663 6.0 C 6.0 18 NIL

2.663 7.0

C 7.5 NIL NIL

1.663 8.0

0.663 9.0 C 9.0 3 NIL

-0.337 10.0

C 10.5 3 NIL

-1.337 11.0

-2.337 12.0 C 12.0 6 NIL

-3.337 13.0

-3.837 13.5 9.0 C 13.5 7 NIL

Note: 

SPT - Standard penetration test R - Rebound ####- Need to be updated by the client C - Core

UDS - Undisturbed sample * - Sample not retrieved HX Casing Dia: 150mm

CR - Core Recovery RQD - Rock Quality Designation NX Casing Dia: 

Vasanth K

Ravi N

Wash Sample

Wash Sample

Bore Hole Terminated at 13.5m from the existing ground level

Grayish Brownish Completely to 

Highly Weathered Rock

BUREAU VERITAS INDIA PVT LTD

# DP-102, Nallakinaru Street, Mangalapuram, SIDCO Industrial Estate,

Ambattur Industrial Estate, Chennai-600 098. URL : www.bureauveritas.co.in

Engineer Incharge:

Checked By:

Remarks
Type Depth (m)

Brownish Intermediate 

Compressible Sandy CLAY

Insitu Test 

Type 
CR (%) RQD (%)

Running 

Time (min)

Brownish Dense Clayey SAND 

Greenish Brownish Very Dense Silty 

SAND

SPT N 

Value

Details of sampling

Elevation
Depth 

(m)
Description of Strata

Thickness 

of Strata 

(m)

Legend

BH No 5 Original Ground level : 9.663

Location Northing: 1439125.143 412007.776 Method : Rotary Drilling

Date of Completion : 20.10.2022

Client M/s Tata Consulting Engineers Limited Ground water table : 2.8m below EGL

BUREAU VERITAS (INDIA) PVT. LTD.

 BORE LOG

Project 
Geotechnical Investigation fo the Proposed TIDCO Fintech City Project at 

Nandambakkam, Tamil Nadu
 Date of commencement : 18.10.2022

ANNEXURE II BV/GT/FINTECH-17060117/01



:

:

:

: Nandambakkam Easting:

10.105 0.0

UDS 0.5

9.105 1.0

50R

For 12cm

1.5 SPT 1.5 Penetration

8.105 2.0

50R

For 5cm

7.105 3.0 1.5 SPT 3.0 Penetration

6.105 4.0 50R

For 5cm

1.5 SPT 4.5 Penetration

5.105 5.0

4.105 6.0 C 6.0 NIL NIL

3.105 7.0

C 7.5 NIL NIL

2.105 8.0

1.105 9.0 C 9.0 NIL NIL

0.105 10.0

C 10.5 4 NIL

-0.895 11.0

-1.895 12.0 C 12.0 5 NIL

-2.895 13.0

C 13.5 10 NIL

-3.895 14.0

-4.895 15.0 10.5 C 15.0 5 NIL

Note: 

SPT - Standard penetration test R - Rebound ####- Need to be updated by the client C - Core

UDS - Undisturbed sample * - Sample not retrieved HX Casing Dia: 150mm

CR - Core Recovery RQD - Rock Quality Designation NX Casing Dia: 

Vasanth K

Ravi N

Bore Hole Terminated at 15.0m from the existing ground level

BUREAU VERITAS INDIA PVT LTD

# DP-102, Nallakinaru Street, Mangalapuram, SIDCO Industrial Estate,

Ambattur Industrial Estate, Chennai-600 098. URL : www.bureauveritas.co.in

Engineer Incharge:

Checked By:

Brownish Very Dense Silty SAND 

Wash Sample

Grayish Brownish Completely to 

Highly Weathered Rock

Remarks
Type Depth (m)

Reddish Brownish Silty SAND

CR (%) RQD (%)
Running 

Time (min)

Brownish Very Dense Silty SAND 

SPT N Value
Insitu Test 

Type 

Details of sampling

Elevation
Depth 

(m)
Description of Strata

Thickness 

of Strata 

(m)

Legend

BH No 6 Original Ground level : 10.105

Location Northing: 1439065.150 412070.55 Method : Rotary Drilling

Date of Completion : 04.11.2022

Client M/s Tata Consulting Engineers Limited Ground water table : 2.7m below EGL

BUREAU VERITAS (INDIA) PVT. LTD.

 BORE LOG

Project 
Geotechnical Investigation fo the Proposed TIDCO Fintech City Project at 

Nandambakkam, Tamil Nadu
 Date of commencement : 03.11.2022

ANNEXURE II BV/GT/FINTECH-17060117/01



:

:

:

: Nandambakkam Easting:

10.124 0.0

DS 0.5

9.124 1.0 UDS* 1.0

7/18/25

1.5 SPT 1.5 N=41

8.124 2.0

50R

For 2cm

7.124 3.0 1.5 SPT 3.0 Penetration

6.124 4.0 50R

For 5cm

1.5 SPT 4.5 Penetration

5.124 5.0

4.124 6.0 C 6.0 NIL NIL

3.124 7.0

C 7.5 NIL NIL

2.124 8.0

1.124 9.0 C 9.0 8 NIL

0.124 10.0

C 10.5 7 NIL

-0.876 11.0

-1.876 12.0 7.5 C 12.0 11 NIL

Note: 

SPT - Standard penetration test R - Rebound ####- Need to be updated by the client C - Core

UDS - Undisturbed sample * - Sample not retrieved HX Casing Dia: 150mm

CR - Core Recovery RQD - Rock Quality Designation NX Casing Dia: 

Vasanth K

Ravi N

BUREAU VERITAS INDIA PVT LTD

# DP-102, Nallakinaru Street, Mangalapuram, SIDCO Industrial Estate,

Ambattur Industrial Estate, Chennai-600 098. URL : www.bureauveritas.co.in

Engineer Incharge:

Checked By:

Brownish Very Dense Silty SAND 

Wash Sample

Bore Hole Terminated at 12.0m from the existing ground level

Brownish Completely Weathered 

Rock

Remarks
Type Depth (m)

Brownish Intermediate 

Compressible Sandy CLAY

CR (%) RQD (%)
Running 

Time (min)
Legend

Location

Elevation
Depth 

(m)
Description of Strata

Thickness 

of Strata 

(m)

Method : Rotary Drilling

BUREAU VERITAS (INDIA) PVT. LTD.

 BORE LOG

7

Northing: 1438895.233 412028.822

Yellowish Brownish  Dense Silty 

SAND 

SPT N 

Value

Insitu Test 

Type 

Details of sampling

Project 
Geotechnical Investigation fo the Proposed TIDCO Fintech City Project at 

Nandambakkam, Tamil Nadu
 Date of commencement : 27.10.2022

Date of Completion : 28.10.2022

Client M/s Tata Consulting Engineers Limited Ground water table : 2.8m below EGL

Original Ground level : 10.124BH No 

ANNEXURE II BV/GT/FINTECH-17060117/01



:

:

:

: Nandambakkam Easting:

10.875 0.0

UDS 0.5

9.875 1.0

50R

For 13cm

1.5 SPT 1.5 Penetration

8.875 2.0

50R

For 5cm

7.875 3.0 1.5 SPT 3.0 Penetration

6.875 4.0

C 4.5 NIL NIL

5.875 5.0

4.875 6.0 C 6.0 2 NIL

3.875 7.0

4.5 C 7.5 NIL NIL

2.875 8.0

1.875 9.0 C 9.0 6 NIL

0.875 10.0

C 10.5 NIL NIL

-0.125 11.0

-1.125 12.0 C 12.0 6 NIL

-2.125 13.0

C 13.5 NIL NIL

-3.125 14.0

-4.125 15.0 7.5 C 15.0 4 NIL

Note: 

SPT - Standard penetration test R - Rebound ####- Need to be updated by the client C - Core

UDS - Undisturbed sample * - Sample not retrieved HX Casing Dia: 150mm

CR - Core Recovery RQD - Rock Quality Designation NX Casing Dia: 

Vasanth K

Ravi N

BUREAU VERITAS (INDIA) PVT. LTD.

 BORE LOG

Project 
Geotechnical Investigation fo the Proposed TIDCO Fintech City Project at 

Nandambakkam, Tamil Nadu
 Date of commencement : 31.10.2022

Date of Completion : 04.11.2022

Client M/s Tata Consulting Engineers Limited Ground water table : 2.8m below EGL

BH No 8 Original Ground level : 10.875

Location Northing: 1439042.267 412131.920 Method : Rotary Drilling

Elevation
Depth 

(m)
Description of Strata

Thickness 

of Strata 

(m)

Legend

Brownish Very Dense Silty SAND 

SPT N 

Value

Insitu Test 

Type 

Details of sampling

Remarks
Type Depth (m)

Reddish Brownish Silty SAND

CR (%) RQD (%)
Running 

Time (min)

Wash Sample

Bore Hole Terminated at 15.0m from the existing ground level

Brownish Whitish Completely 

Weathered Rock

Grayish Brownish Completely to 

Highly Weathered Rock

BUREAU VERITAS INDIA PVT LTD

# DP-102, Nallakinaru Street, Mangalapuram, SIDCO Industrial Estate,

Ambattur Industrial Estate, Chennai-600 098. URL : www.bureauveritas.co.in

Engineer Incharge:

Checked By:

ANNEXURE II BV/GT/FINTECH-17060117/01



:

:

:

: Nandambakkam Easting:

9.671 0.0

0.5 UDS 0.5

8.671 1.0

9/13/16

1.0 SPT 1.5 N=29

7.671 2.0

12/14/18

SPT 2.5 N=32

6.671 3.0 50R

For 13cm

2.0 SPT 3.5 Penetration

5.671 4.0 50R

For 5cm

1.0 SPT 4.5 Penetration

4.671 5.0

3.671 6.0 1.5 C 6.0 NIL NIL

2.671 7.0

C 7.5 3 NIL

1.671 8.0

0.671 9.0 C 9.0 5 NIL

-0.329 10.0

C 10.5 8 NIL

-1.329 11.0

-2.329 12.0 6.0 C 12.0 3 NIL

Note: 

SPT - Standard penetration test R - Rebound ####- Need to be updated by the client C - Core

UDS - Undisturbed sample * - Sample not retrieved HX Casing Dia: 150mm

CR - Core Recovery RQD - Rock Quality Designation NX Casing Dia: 

Vasanth K

Ravi N

BUREAU VERITAS (INDIA) PVT. LTD.

 BORE LOG

Project 
Geotechnical Investigation fo the Proposed TIDCO Fintech City Project at 

Nandambakkam, Tamil Nadu
 Date of commencement : 06.11.2022

Date of Completion : 07.11.2022

Client M/s Tata Consulting Engineers Limited Ground water table : 2.2m below EGL

BH No 9 Original Ground level : 9.671

Location Northing: 1439049.690 412098.37 Method : Rotary Drilling

Elevation
Depth 

(m)
Description of Strata

Thickness 

of Strata 

(m)

Legend Remarks
Type Depth (m)

SPT N 

Value

Insitu Test 

Type 
CR (%) RQD (%)

Running 

Time (min)

Details of sampling

Bore Hole Terminated at 12.0m from the existing ground level

Brownish Medium Dense to Dense 

Silty SAND

Light Greenish Brownish Dense 

Silty SAND

Brownish Completely Weathered 

Rock

Brownish Grayish Completely 

Weathered Rock

BUREAU VERITAS INDIA PVT LTD

# DP-102, Nallakinaru Street, Mangalapuram, SIDCO Industrial Estate,

Ambattur Industrial Estate, Chennai-600 098. URL : www.bureauveritas.co.in

Engineer Incharge:

Checked By:

Brownish Clayey SAND

Brownish Silty SAND

Wash Sample

ANNEXURE II BV/GT/FINTECH-17060117/01



:

:

:

: Nandambakkam Easting:

9.662 0.0

DS 0.5

8.662 1.0 UDS 1.0

9/12/18

1.5 SPT 1.5 N=30

7.662 2.0

21/26/31

6.662 3.0 1.5 SPT 3.0 N=57

5.662 4.0 50R

For 13cm

1.5 SPT 4.5 Penetration

4.662 5.0

50R

For 5cm

3.662 6.0 1.5 SPT 6.0 Penetration

2.662 7.0

C 7.5 NIL NIL

1.662 8.0

0.662 9.0 C 9.0 NIL NIL

-0.338 10.0

C 10.5 3 NIL

-1.338 11.0

-2.338 12.0 6.0 C 12.0 3 NIL

Note: 

SPT - Standard penetration test R - Rebound ####- Need to be updated by the client C - Core

UDS - Undisturbed sample * - Sample not retrieved HX Casing Dia: 150mm

CR - Core Recovery RQD - Rock Quality Designation NX Casing Dia: 

Vasanth K

Ravi N

BUREAU VERITAS (INDIA) PVT. LTD.

 BORE LOG

Project 
Geotechnical Investigation fo the Proposed TIDCO Fintech City Project at 

Nandambakkam, Tamil Nadu
 Date of commencement : 29.10.2022

Date of Completion : 29.10.2022

Client M/s Tata Consulting Engineers Limited Ground water table : 2.5m below EGL

BH No 10 Original Ground level : 9.662

Location Northing: 1438894.719 411672.986 Method : Rotary Drilling

Elevation
Depth 

(m)
Description of Strata

Thickness 

of Strata 

(m)

Legend Remarks
Type Depth (m)

Reddish Brownish Clayey SAND

SPT N 

Value

Insitu Test 

Type 
CR (%) RQD (%)

Running 

Time (min)

Details of sampling

BUREAU VERITAS INDIA PVT LTD

# DP-102, Nallakinaru Street, Mangalapuram, SIDCO Industrial Estate,

Ambattur Industrial Estate, Chennai-600 098. URL : www.bureauveritas.co.in

Engineer Incharge:

Checked By:

Whitish Greenish  Very Dense 

Clayey SAND

Wash Sample

Light Greenish Brownish Very 

Dense Silty SAND

Brownish to Greenish Gray 

Completely Weathered Rock

Bore Hole Terminated at 12.0m from the existing ground level

Grayish Brownish Hard Intermediate 

Compressible Sandy CLAY

ANNEXURE II BV/GT/FINTECH-17060117/01



:

:

:

: Nandambakkam Easting:

10.210 0.0

UDS 0.5

9.210 1.0

8/11/14

1.5 SPT 1.5 N=25

8.210 2.0

UDS* 2.5

8/12/24

7.210 3.0 1.5 SPT 3.0 N=36

6.210 4.0 50R

For 8cm

1.5 SPT 4.5 Penetration

5.210 5.0

50R

For 5cm

4.210 6.0 1.5 SPT 6.0 Penetration

3.210 7.0

C 7.5 NIL NIL

2.210 8.0

1.210 9.0 C 9.0 NIL NIL

0.210 10.0

4.5 C 10.5 NIL NIL

-0.790 11.0

-1.790 12.0 C 12.0 6 NIL

-2.790 13.0

-3.290 13.5 3.0 C 13.5 7 NIL

Note: 

SPT - Standard penetration test R - Rebound ####- Need to be updated by the client C - Core

UDS - Undisturbed sample * - Sample not retrieved HX Casing Dia: 150mm

CR - Core Recovery RQD - Rock Quality Designation NX Casing Dia: 

Vasanth K

Ravi N

BUREAU VERITAS (INDIA) PVT. LTD.

 BORE LOG

Project 
Geotechnical Investigation fo the Proposed TIDCO Fintech City Project at 

Nandambakkam, Tamil Nadu
 Date of commencement : 07.11.2022

Date of Completion : 09.11.2022

Client M/s Tata Consulting Engineers Limited Ground water table : 1.8m below EGL

BH No 11 Original Ground level : 10.210

Location Northing: 1438849.010 411977.24 Method : Rotary Drilling

Elevation
Depth 

(m)
Description of Strata

Thickness 

of Strata 

(m)

Legend

Wash Sample

Remarks
Type Depth (m)

Reddish Brownish Intermediate 

Compressible Sandy CLAY

Brownish Very Stiff High 

Compressible Sandy  CLAY

SPT N 

Value

Insitu Test 

Type 
CR (%) RQD (%)

Running 

Time (min)

Details of sampling

Grayish Brownish Completely 

Weathered Rock

Whitish to Grayish Brown 

Completely to Highly Weathered 

Rock

Brownish Dense Silty SAND

Brownish Very Dense Silty SAND

Bore Hole Terminated at 13.5m from the existing ground level

BUREAU VERITAS INDIA PVT LTD

# DP-102, Nallakinaru Street, Mangalapuram, SIDCO Industrial Estate,

Ambattur Industrial Estate, Chennai-600 098. URL : www.bureauveritas.co.in

Engineer Incharge:

Checked By:

ANNEXURE II BV/GT/FINTECH-17060117/01



:

:

:

: Nandambakkam Easting:

10.031 0.0

UDS 0.5

9.031 1.0

2/3/3

1.5 SPT 1.5 N=6

8.031 2.0

1.0 UDS 2.5

7.031 3.0 50R

For 5cm

1.0 SPT 3.5 Penetration

6.031 4.0 50R

For 5cm

1.0 SPT 4.5 Penetration

5.031 5.0

4.031 6.0 1.5 C 6.0 NIL NIL

3.031 7.0

C 7.5 4 NIL

2.031 8.0

1.031 9.0 C 9.0 13 NIL

0.031 10.0

C 10.5 10 NIL

-0.969 11.0

-1.969 12.0 6.0 C 12.0 7 NIL

Note: 

SPT - Standard penetration test R - Rebound ####- Need to be updated by the client C - Core

UDS - Undisturbed sample * - Sample not retrieved HX Casing Dia: 150mm

CR - Core Recovery RQD - Rock Quality Designation NX Casing Dia: 

Vasanth K

Ravi N

BUREAU VERITAS (INDIA) PVT. LTD.

 BORE LOG

Project 
Geotechnical Investigation fo the Proposed TIDCO Fintech City Project at 

Nandambakkam, Tamil Nadu
 Date of commencement : 05.11.2022

Date of Completion : 06.11.2022

Client M/s Tata Consulting Engineers Limited Ground water table : 1.5m below EGL

BH No 12 Original Ground level : 10.031

Location Northing: 1438682.764 411730.151 Method : Rotary Drilling

Elevation
Depth 

(m)
Description of Strata

Thickness 

of Strata 

(m)

Legend

BUREAU VERITAS INDIA PVT LTD

# DP-102, Nallakinaru Street, Mangalapuram, SIDCO Industrial Estate,

Ambattur Industrial Estate, Chennai-600 098. URL : www.bureauveritas.co.in

Engineer Incharge:

Checked By:

Remarks
Type Depth (m)

Brownish Intermediate 

Compressible Sandy CLAY

SPT N 

Value

Insitu Test 

Type 
CR (%) RQD (%)

Running 

Time (min)

Details of sampling

Brownish Soft High Compressible  

Sandy CLAY

Brownish Intermediate 

Compressible Sandy CLAY

Brownish Completely Weathered 

Rock

Bore Hole Terminated at 12.0m from the existing ground level

Brownish Grayish Completely to 

Highly Weathered Rock

Wash Sample

Brownish Very Dense Silty SAND

ANNEXURE II BV/GT/FINTECH-17060117/01



:

:

:

: Nandambakkam Easting:

8.757 0.0

UDS 0.5

7.757 1.0

8/5/5

1.5 SPT 1.5 N=10

6.757 2.0

UDS* 2.5

9/12/12

5.757 3.0 3.0 SPT 3.0 N=24

12/21/27

0.5 SPT 3.5 N=48

4.757 4.0 50R

For 5cm

1.0 SPT 4.5 Penetration

3.757 5.0

2.757 6.0 1.5 C 6.0 NIL NIL

1.757 7.0

C 7.5 10 NIL

0.757 8.0

-0.243 9.0 C 9.0 7 NIL

-1.243 10.0

4.5 C 10.5 7 7

-2.243 11.0

-3.243 12.0 1.5 C 12.0 NIL NIL

Note: 

SPT - Standard penetration test R - Rebound ####- Need to be updated by the client C - Core

UDS - Undisturbed sample * - Sample not retrieved HX Casing Dia: 150mm

CR - Core Recovery RQD - Rock Quality Designation NX Casing Dia: 

Vasanth K

Ravi N

BUREAU VERITAS (INDIA) PVT. LTD.

 BORE LOG

Project 
Geotechnical Investigation fo the Proposed TIDCO Fintech City Project at 

Nandambakkam, Tamil Nadu
 Date of commencement : 06.11.2022

Date of Completion : 07.11.2022

Client M/s Tata Consulting Engineers Limited Ground water table : 1.8m below EGL

BH No 13 Original Ground level : 8.757

Location Northing: 1438890.790 411709.73 Method : Rotary Drilling

Elevation
Depth 

(m)
Description of Strata

Thickness 

of Strata 

(m)

Legend

Brownish Stiff High Compressible 

Silty CLAY

Brownish Medium Dense Silty 

SAND

SPT N 

Value

Details of sampling

Remarks
Type Depth (m)

Brownish Silty SAND

Insitu Test 

Type 
CR (%) RQD (%)

Running 

Time (min)

BUREAU VERITAS INDIA PVT LTD

# DP-102, Nallakinaru Street, Mangalapuram, SIDCO Industrial Estate,

Ambattur Industrial Estate, Chennai-600 098. URL : www.bureauveritas.co.in

Engineer Incharge:

Checked By:

Grayish Brownish Dense Clayey 

SAND

Brownish Completely Weathered 

Rock

Bore Hole Terminated at 12.0m from the existing ground level

Brownish  Grayish Completely to 

Highly Weathered Rock

Brownish Completely Weathered 

Rock

Wash Sample

ANNEXURE II BV/GT/FINTECH-17060117/01



:

:

:

: Nandambakkam Easting:

9.580 0.0

UDS 0.5

8.580 1.0

6/8/12

1.5 SPT 1.5 N=20

7.580 2.0

6.580 3.0 UDS* 3.0

8/10/14

SPT 3.5 N=24

5.580 4.0

16/18/22

3.0 SPT 4.5 N=40

4.580 5.0

18/22/28

3.580 6.0 1.5 SPT 6.0 N=50

2.580 7.0 50R

For 11cm

1.5 SPT 7.5 Penetration

1.580 8.0

50R

For 10cm

0.580 9.0 SPT 9.0 Penetration

-0.420 10.0 50R

For 5cm

SPT 10.5 Penetration

-1.420 11.0

50R

For 5cm

-2.420 12.0 4.5 SPT 12.0 Penetration

-3.420 13.0

C 13.5 NIL NIL

-4.420 14.0

-5.420 15.0 3.0 C 15.0 3 NIL

Note: 

SPT - Standard penetration test R - Rebound ####- Need to be updated by the client C - Core

UDS - Undisturbed sample * - Sample not retrieved HX Casing Dia: 150mm

CR - Core Recovery RQD - Rock Quality Designation NX Casing Dia: 

Vasanth K

Ravi N

BUREAU VERITAS (INDIA) PVT. LTD.

 BORE LOG

Project 
Geotechnical Investigation fo the Proposed TIDCO Fintech City Project at 

Nandambakkam, Tamil Nadu
 Date of commencement : 31.10.2022

Date of Completion : 01.11.2022

Client M/s Tata Consulting Engineers Limited Ground water table : 1.5m below EGL

BH No 14 Original Ground level : 9.580

Location Northing: 1438801.470 411592.000 Method : Rotary Drilling

Elevation
Depth 

(m)
Description of Strata

Thickness 

of Strata 

(m)

Legend Remarks
Type Depth (m)

Reddish Brownish Silty SAND

SPT N 

Value

Insitu Test 

Type 
CR (%) RQD (%)

Running 

Time (min)

Details of sampling

BUREAU VERITAS INDIA PVT LTD

# DP-102, Nallakinaru Street, Mangalapuram, SIDCO Industrial Estate,

Ambattur Industrial Estate, Chennai-600 098. URL : www.bureauveritas.co.in

Engineer Incharge:

Checked By:

Grayish Brownish Completely 

Weathered Rock

Bore Hole Terminated at 15.0m from the existing ground level

Wash Sample

Brownish Medium  Dense Silty 

SAND 

Grayish Brownish Very Dense Silty 

SAND

Brownish Dense Silty SAND

Grayish Brownish Very Dense 

Clayey SAND

ANNEXURE II BV/GT/FINTECH-17060117/01
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